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STEEL CONCAVE STYLE



– Precisely machined from premium alloy steel
– Hardened for maximum durability and toughness
– Corrosion-resistant black oxide coating
– Available styles:
   Shankless  |  1-piece Shank  |  2-piece Shank Compatible

STEEL CONCAVE STYLE

Need to replace this? Use this part # Shank Style Kerf Shank 
Length

Shank 
Diameter

Bolt 
Size

Quadco: Q10205T B10205T No Shank 2 1/4" N/A N/A 1" NF

Quadco: Q10105T B10105T No Shank — 2-piece Compatible 2 1/4" N/A 1 1/4" 1/2" NF

Quadco: QK10022T BK10022T No Shank — 2-piece Compatible 2 3/8" N/A 1.234" 5/8" NF

Quadco: QH10091T BH10091T One Piece — Long Shank 1 7/8" 1 3/4" 1" 1/2" NF

Deere: AT379815 BT379815 One Piece — Long Shank 2.38" 2" 1.23" 5/8"
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STEEL BEAVER STYLE



Need to replace this? Use this part # Shank Style Kerf Shank 
Length

Shank 
Diameter

Bolt 
Size

Quadco: Q10233T B10233T No Shank 2 5/16" N/A N/A 1" NF

Quadco: Q11333T B11333T No Shank 2 7/16" N/A N/A 1" NF

Quadco: Q10150T B10150T One Piece — Short Shank 2 1/4" 0.938" 1 1/4" 1/2" NF

Quadco: QK10024T BK10024T One Piece — Long Shank 2 3/8" 2" 1.234" 5/8" NF

– Precisely machined from premium alloy steel
– Hardened for maximum durability and toughness
– Corrosion-resistant black oxide coating
– Available styles:
   Shankless  |  1-piece Shank

STEEL BEAVER STYLE
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CARBIDE BEAVER STYLE



– Unique carbide geometry to mitigate washout
– Constructed using premium virgin carbide
– Forged alloy steel substrate
– Available styles:
   Shankless  |  1-piece Shank

CARBIDE BEAVER STYLE

Need to replace this? Use this part # Shank Style Kerf Shank 
Length

Shank 
Diameter

Bolt 
Size

Quadco: QV4X4NSB-G1 BV4X4NSBG1 No Shank 2 1/4" N/A N/A 1" NF

Quadco: QVH4X4-1B-G1 BVH4X41BG1 One Piece — Long Shank 1 7/8" 1 3/4" 1" 1/2" NF

Quadco: QVK4X4B-G1 BVK4X4BG1 One Piece — Long Shank 2 3/8" 2" 1.234" 5/8"
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We also manufacture replacement parts for all types 
of ground-engaging equipment, including:
TRENCHERS    |    HORIZONTAL DIRECTIONAL DRILLS    |    SCRAPERS    |    COMPOST TURNERS



ballantineinc.com

Headquartered in Anoka, Minnesota, Ballantine has been manufacturing 
superior wear parts since 1959 and combines innovative technology 
with expert craftsmanship. Our philosophy of supplying our customers 
with quality products at affordable prices has positioned us as an 
internationally recognized leader in the industry.

All manufacturers’ names, numbers, symbols and descriptions are used for reference purposes only, 
and it is not implied that any parts listed are the products of the manufacturers.
Quadco® is a registered trademark of Quadco Equipment Inc.
Deere® is a registered trademark of Deere & Company.



YOUR LOCAL BALLANTINE DEALER:

ballantineinc.com
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